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MASCH. NR. :

REFERENCE POINT

MACHINE ZERO POINT

CONNECTION FOR COMPRESSED AIR WITH HOSE 1/2" (INSIDE DIAMETER 12.7 MM)

BUILDING OR FOUNDATION GROUNDCONNECTION VIA RIBBON FABRICGROUNDING STRIP. THIS EMC FUNCTIONALGROUNDING IS REQUIRED FOREMC-STANDARD COMPLIANCE.

WORKPIECE FIXED EDGE (OUTER EDGE OF WORKPIECE)

TOTAL OIL CONTENT CLASS 3WATER CONTENT CLASS 4SOLID IMPURITIES CLASS 3QUALITY CLASSSTANDARD COMPRESSED AIR QUALITY ACCORDING TO ISO 8573- 1AIR PRESSURE IN SUPPLY LINE MIN.        7 BARSUPPLY

EMV- EARTHING RESISTANCE <5Ω

G2"

THE MACHINES ARE NOT SUITABLE FOR CONNECTION TO AN RCD DUE TO OPERATIONAL LEAKAGE CURRENTS. INSTEAD, THE RECOMMENDATION IS TOROUTE THE SUPPLY LINE IN SUCH A WAY AS TO PREVENT GROUND FAULTS OR SHORT CIRCUITS (E.G. IN ACCORDANCE WITH DIN VDE 0100-520/521.11).

CONNECTION OF MAINS AND ELECTRICAL EQUIPMENT

REPRESENTATION AND DIMENSIONING OF INSTALLATIONS PROVIDED BY THE CUSTOMER AND MACHINES OF FOREIGN BRAND WITHOUT GUARANTEE
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PRESSURE LOSS (4.82)1200
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(CFM)NL/MINSAW BLADE PROJECTION 95

SAW BLADE PROJECTION 65, 80

(7.06) 200

(FEET/SEK)

(CFM)NL/MIN

M/SEKAIR VELOCITY
150 (5.25)

26 (85.28)

AIR CONSUMPTION

SAW BLADE PROJECTION M 3/H (CFM)95

SAW BLADE PROJECTION 65, 80

3800 (2236)

(CFM)M 3/H
TECHNICAL DATA
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(INCH)MM       80, 95   (3.15", 3.74")OPTIONAL
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SAWTEQ B-200
MAXIMUM PANEL SIZE
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CUTTING LENGTH

(169.29" x 167.32")

HPP200/43/43
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2002 78.84
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OPTIONAL
LABEL PRINTER

OPTIONAL
ROLLS

OPTIONAL
CLAMPS
POS. 175, 375, 675, 775, 2600, 4200
POS. 6.89", 14.76", 26.58", 30.51", 102.36", 165.35"

WORKSPACE
HOLD-OFF

ROOM FOR SAW BLADE CHANGESPACE REQUIREMENT
MAINTEN.

123

L

4737
186.5

40
1.57

6457
254.23

4450
175.2

1000
39.371000

39.37

7
1
8
7

2
8
2
.
9
7

7
5
4
7

2
9
7
.
1
5

L (mm) L (")

STANDARD 4010 (650X4) 157.87

OPTIONAL 4160 (800x1 + 650x3) 163.78

OPTIONAL 4310 (800x2 + 650x2) 169.69
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AIR CUSHION TABLEAIR CUSHION TABLE 2160
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OPTIONAL
COOLING UNIT

MAIN ELECTRICALCONNECTION

SPACE REQUIREMENT
MAINTEN.
SPACE REQUIREMENT
DUST COLLECTION

FLEXIBLE CONNECTION BY CUSTOMER

PNEUMATIC GATE VALVE TO BE PROVIDED BYCUSTOMER, ELEC. ACTIVATION BY HOMAG

DOOR
MAINTEN.FRONT AND BACK
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